
GEO FULCRO
Ergonomic adjustable base

Thickened frame with internal tie-rods to guarantee endurance. 
Flexible surface composed of 33 individual convex laminate wood 
slats.Slats are fitted in the frame with thermoplastic rubber (TPE) 
suspensions made of arnitel®TPE. Steel mechanism allows the 
adjustment of the back and/or leg sections to several positions. 
The fixed hip section is provided with four pairs of firmness 
adjustment sliders.Twelve independent 3D suspensions are 
fitted in the shoulder area to accommodate the shoulder. Two 
harnesses prevent the mattress from slipping during movement. 
Solid wood tapered screw-on legs (Ø 65 mm). All wooden base 
components are polished, varnished with nontoxic varnish and 
finished with a smooth topcoat.

The shape of the protruding 
slat suspensions ensures the 
edge of the mattress
is supported appropriately.

These sophisticated 
thermoplastic rubber (TPE) 
suspensions made
of arnitel®TPE allow 
each group of slats to adjust 
accurately to the body shape.

The firmness 
adjustment sliders can be used 
to customize the base
in the lower back area.

The base is equipped with sophisticated technical components to allow the slats to adjust accurately and 
optimally to the curves of the spine. The base position can be adjusted as desired with simple manual actions. 
This improves peripheral blood circulation, guaranteeing immediate wellbeing and improving breathing in users 
affected by bronchopulmonary issues. Moreover, the adjustable base allows you to find a comfortable position 
for resting, reading or watching TV. 
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The shoulder area has independent 3D suspensions that, when 
sleeping on the side, prevent shoulder compression and subsequent 
incorrect spine posture and potential blood circulation problems.

Standard
heigh
provided.

25 30 40 45 50 55
Standard and
non-standard 
heights available.

The shape of the protruding 
slat suspensions ensures
the edge of the mattress
is supported appropriately.

Upon request, it’s possible to include hardeners for arnitel®TPE 
suspensions and independent three-dimensional suspensions in 
order to increase the firmness of the base.
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